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MODEL 9378 INSTALLATION

INSTALLATION:
1. PLACE SUPPORT BRACKETS ON LOWER BACK
OF BOTTOM SCOREBOARD.

2. LOCATE, ON | BEAMS, WHERE THE BOTTOM
OF SCOREBOARD WILL BE AND MOUNT
BOTTOM Z BRACKETS. EITHER BOLT Z BRACKET
TO | BEAM OR WELD Z BRACKET TO | BEAM.

3. LIFT SCOREBOARD INTO Z BRACKETS, CHECK
FOR LEVEL AND SECURE WITH TOP BRACKETS.

NOTE:
ANGLED SUPPORT BRACKET LENGTH IS 8FT.

| BEAM SHOULD EXTEND 4IN TO 5IN FOR TOP
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MATERIAL: 1/4IN. X 3IN.P&O M1020 STEEL.
3 10'
(2X) W 6 x 151 BEAM
CONFORMING TO ASTM A36
55IN. (RECOMMENDED MINIMUM)
10FT.APART ON CENTER.
WT.OF SCOREBOARD
- | APPROX.550LBS.
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MINIMUM OF 4FT.1 BEAM
TYPICAL FOOTINGS: DEPTH.RECOMMENDED 5FT.
CHECK LOCAL SOIL DIAMETER PYLON.
CONDITIONS AND CODES. (1X) POWER CABLE
Q ( ] )

(1X) CONTROL CABLE

BACK VIEW

[N

SIDE VIEW

EVERSAN, INC. ¢ 34 Main Street, Whitesboro, NY 13492 « 1-800-383-6060 Fax: 315-736-4058
www.eversan.com





