
 

 

MODEL​ ​9342AF 

 
Football​ ​Practice​ ​/​ ​Interval​ ​Timer 

 
 

This​ ​interval​ ​timer​ ​displays​ ​PERIOD​ ​to​ ​99,​ ​and​ ​TIME​ ​to​ ​99:59. 
 
 
Timer​ ​Specifications: 
 
DIMENSIONS​:​ ​Height​ ​26”,​ ​Width​ ​7',​ ​Depth​ ​6”​ ​(660mm,​ ​2134mm,​ ​152mm).​ ​Weight​ ​2000lb​ ​(998kg) 
 
POWER​ ​REQUIREMENT​:​ ​120VAC​ ​@​ ​4Amp,​ ​Max​ ​Power​ ​480​ ​W.​ ​240VAC​ ​power​ ​available. 
 
CONSTRUCTION​:​ ​Aluminum​ ​alloy​ ​5052,​ ​conforms​ ​to​ ​Federal​ ​specification​ ​QQ-A-250/8. 
DIGITS​ ​&​ ​INDICATORS:​ ​All​ ​digits​ ​have​ ​a​ ​nominal​ ​size​ ​of​ ​11”​ ​(279​ ​mm).​ ​All​ ​digits​ ​are​ ​7-segment​ ​Ultra 
bright​ ​outdoor​ ​LED.​ ​Digits​ ​and​ ​indicators​ ​can​ ​be​ ​dimmed​ ​for​ ​night​ ​viewing.​ ​Digit​ ​colors​ ​are​ ​red​ ​or​ ​amber. 
 
CAPTIONS​:​ ​All​ ​captions​ ​are​ ​6”​ ​(152​ ​mm)​ ​high.​ ​Stripe​ ​is​ ​1“​ ​(25mm)​ ​in​ ​width.​ ​Captions​ ​and​ ​stripe​ ​are​ ​white 
vinyl,​ ​applied​ ​directly​ ​to​ ​the​ ​face.​ ​Other​ ​caption​ ​colors​ ​are​ ​available​ ​upon​ ​request. 
 
CABINET​ ​FINISH​:​ ​All​ ​cabinets​ ​are​ ​finished​ ​with​ ​the​ ​highest​ ​UV​ ​protected​ ​powder​ ​coat​ ​in​ ​the​ ​industry​ ​to 
ensure​ ​minimal​ ​fading​ ​for​ ​the​ ​life​ ​of​ ​the​ ​scoreboard. 
 
OPERATING​ ​TEMPERATURES​:​ ​-22​ ​to​ ​122​ ​degrees​ ​Fahrenheit​ ​(-30​ ​to​ ​50​ ​degrees​ ​Celsius). 
Console:​ ​32​ ​to​ ​122​ ​degrees​ ​Fahrenheit​ ​(0​ ​to​ ​50​ ​degrees​ ​Celsius). 
 
9342-AF​ ​CONTROL​ ​CONSOLE​: 
Control​ ​console​ ​is​ ​housed​ ​in​ ​a​ ​durable​ ​stainless​ ​steel​ ​case.​ ​Console​ ​has​ ​a​ ​40-character​ ​liquid​ ​crystal 
display​ ​to​ ​recall​ ​and​ ​verify​ ​information​ ​being​ ​displayed​ ​on​ ​the​ ​scoreboard.​ ​The​ ​control​ ​console​ ​maybe 
operated​ ​on​ ​120VAC​ ​or​ ​an​ ​optional​ ​12VDC​ ​battery.​ ​The​ ​standard​ ​power​ ​cord​ ​included​ ​with​ ​the​ ​control 
console​ ​is​ ​6​ ​feet​ ​long.​ ​Maximum​ ​power​ ​demand​ ​is​ ​4​ ​watts. 
 
CONTROL​ ​CABLE​:​ ​One-pair​ ​shielded​ ​twisted​ ​cable​ ​of​ ​22AWG​ ​is​ ​required​ ​for​ ​communication​ ​from​ ​the 
control​ ​console​ ​to​ ​the​ ​scoreboard​ ​(cabled​ ​scoreboards​ ​only). 


