SECTION 11480

              9382A FOOTBALL INTERVAL PRACTICE TIMER


PART 1 GENERAL

1.1 SECTION INCLUDES

A. 2-Digit single faced Football Interval Practice Timer.

1.2 REFERENCES

A. Standards for Electric Signs, UL-48, 13th Edition

B. Standards for Control Centers for Changing Message Type Signs, UL-1433 1st Edition

C. Standards for CAN/CSA C22.2

D. Federal Communications Commission Regulation Part 15

E. National Electric Code

1.3 SUBMITTALS

A. Product data: Submit manufacture’s product illustrations, data and

      literature that full describe the scoreboards and accessories proposed

      for installation.

B. Shop Drawings: Submit mechanical and electrical drawings

C. Maintenance data: Submit manufacturer’s installation, operation, and maintenance manuals.

1.4 DELIVERY, STORAGE, AND HANDLING

A. Product delivered on site.

B. Scoreboard and equipment to be housed in a clean dry environment.

1.5 PROJECT CONDITIONS

A. Environmental Limitations: Do not install scoring equipment until spaces are enclosed and weatherproof, wet work in spaces is complete and dry, and ambient temperature and humidity conditions are maintained at the levels indicated for project when occupied for its intended use.

1.6 QUAILITY ASSURANCE

A. For indoor use

B. Source Limitations: Obtain each type of scoring equipment and electronic displays though one source.

C. ETL listed to UL Standards 48 and 1433.

D. NEC compliant

E. FCC compliant

F. ETLC listed to CAN/CSA 22.2

1.7 WARRANTY/SERVICE PLAN

A. Provide 1 year of coverage.

B. Provide an exchange program to supply replacement parts for components that fail during the coverage period. To minimize downtime, the exchange parts shall be shipped on the same day the order is received or the following day. The manufacturer will include an air bill for the return of the defective components.

C. Provide a help desk staffed by experienced technicians and coordinators who are thoroughly familiar the scoreboard and available for technical support. The staff must be available at no extra cost to the customer.

PART 2 PRODUCTS

2.01 MANUFACTURER

A. Eversan, Inc., 34 Main Street, Whitesboro, NY 13492

2.02 PRODUCT

A. Eversan, Inc. Model 9382A is a football interval practice timer, which displays the period of time from 0-99. A rest period of 0-99 seconds may be programmed in between periods. The sound of the horn starts and stops the period.

2.03 TIMER

A. General Information

1. Dimensions: 0’-14” (355.6mm) high, 0’-20” (508mm) wide, 0’-6” (152mm) deep

2. Weight: 15 lbs. (6.8 kg)

3. Power requirement: 120 VAC @ 100W

4. Color: Black

B. Construction

1. All aluminum construction

2. Timer face and back:.063” thick

C. Power Cords

1. Cord is 6’ (1823mm) long

2. Cord plugs into standard 120VAC outlet

2.04 DIGITS

1. All digits are seven segment ultra high brightness L.E.D.

2. All digits: 11” (280mm) high

PART 3 EXECUTIONS

3.01 EXAMINATION

A. Verify surfaces are ready to receive the work. Verify that the conduit and junction boxes specified are as specified and indicated in the plans and shop drawings. 

3.02 INSTALLATION

A. Power conduit, cabling and outlet boxes to be provided and installed by the electrical contractor. Signal raceways conduit and boxes to be provided by the electrical contractor. Electrical contractor is responsible for pulling signal wires between each scoreboard and control console location. 
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