Model 9769
L.E.D. BASKETBALL SCOREBOARD

Display Size: 8' x 5' x 3"D
Display Weight: 125 lbs.

Includes:
- Control console with LCD readout
- Bonus indicator
- Lower basketball foul/wrestling panel
- Possession indicator
- 199 home/guest score
- Period indicator
- 99:59.9 up/down timing
- Horn
- Fouls/match score
- Wall junction box
- Player fouls/match
- Mounting brackets
- Number/weight class
- Warranty
- Time Outs Left

Customer specifies cable lengths between scoreboard, junction box and control console

SCOREBOARD FEATURES:
- Microprocessor control
- Quartz crystal solid-state timing
- 1/10 second timing last minute on scoreboard
- LED advanced technology—Brilliant red 12 inch and 6 inch LED digits
- Visibility up to 600 feet
- Automatic and manual LOUD horn

CONTROL CONSOLE FEATURES:
- Stainless steel console
- Audible beep console entry
- LCD display prompts user entry on console
- LCD display shows time 99:59.9, score and shot clock time
- No 110-volt AC power at console

EVERSAN, INC. • 34 Main Street, Whitesboro, NY 13492 • 1-800-383-6060 Fax: 315-736-4058
www.eversan.com
9769 SPECIFICATIONS CONT.

GENERAL INFORMATION:
· All aluminum 12 gauge heliarc welded construction
· All modularized design, simple replacement
· Protected digits with metal surround - protective covers not needed
· Standard 110 volt AC operation
· Network capabilities for additional scoreboards and shot clocks

OPTIONAL FEATURES:
· Custom colors
· Sponsor panels/ logos/ custom lettering

WARRANTY: 5 years